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Subaru EZ30 AVCS Wiring

Link G3 ECU

Digital Input 2

Trig 1

Trig 2

Notes:
● This diagram is intended to be 

used with the EZ30 base map 
(distributed with PCLink).

● Refer to Diagram G03 for ECU 
power and ground wiring.

● More than one main power relay 
may be required to feed 
solenoids/injectors, ignition etc...

● Fit one suppressor to coil positive 
on each bank.

Sensor Ground

Crank Position Sensor
Reluctor – Located behind flywheel

Right Inlet Cam Position Sensor
Hall – Located at rear of right head

Left Inlet Cam Position Sensor
Hall – Located at rear of left head

Ground Sensors
 at ECU

Crank Pos.
- (Sensor Gnd)

Component Pin-outs
Viewed looking into parts connectors (not wire-

side connector)

Ign. Output Coil Pack
6 of on cylinder heads

Wire Ign 1 to cyl 1,
 2 to 2, 3 to 3 etc...

Coil

+ (Trig1)

Shielded Cable

Shielded Cable

Shielded Cable

+
-

Aux. Output 2
Aux. Output 1

Left Inlet Cam Position Solenoid
Located at front top of left head

Right Inlet Cam Position Solenoid
Located at front top of right head

+12V Ignition Switched 
(Refer Diagram G03)

Aux. Output ?
Left Inlet Cam Lift Solenoid
Located at rear top of left head

Right Inlet Cam Left Solenoid
Located at rear top of right head

Cam Pos.
+12V

Signal

Gnd

ECU Ignition Output

Gnd (Engine Block)

+12V
(Refer Diagram I14)


